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STANDARD ARRIVAL CHART
INSTRUMENT (STAR) - ICAO

TRANSITION ALTITUDE
5000

INFORMATION 133.905
ATIS 123.130/TEL: +372 730 9212

TARTU (EETU)
RNAV RWY 26

OSKAV 2D OSLIK 2D
RISKU 2D SUMIM 2D

26°0" 26°30' 27°0" 27°30'
T WA N N TN WA NN N TR N N S S [ T T R N SN SN SO U SR SN N B T R TR N N NN TR S B
NUKDU
BRG are MAG
TR in brackets are TRUE RNAV 1 . 3000 o
ALT and ELEV in FT GNSS or DME/DME required N MAX IAS 230 KT
DIST in NM [}
- VAR10° E 2020 MSA < L
OSKAV ]
A ®
1 = L
s
ERULI
4 2000

(779(9

EED10
2200 FT AMSL

SFCW

EED9
1 2200 FT AMSL
SFC

25NM

NUKDU
3000

ERULI

2000
— EED2

1900 FT AMSL
SFC

BARVU

3000

QR
BODSE_

078°(088.2°T

‘é MAX IAS 230 KT
@ B
()}
oo
®
EED2 3 BODSE -
1900 FT AMSL, 3000

MAXIAS 230 KTL
1:400 000

MAXIAS 230 KT

MAX IAS 230 KT

MAXIAS 230 KT

N\

\55

1000 FTAGL -
SFC

2 SCALE 1:700 000
N 5 25 0 5 10 NM
| | | | |
[ I [ T |
- 10 5 0 10 20 KM
T T T T T T T [ T T T T T — T T T T T T T T T T [ T T T T T T T T t [ T 1
26°0" 26°30' 27°0"

NAV SPECIFICATION
RNAV 1 CAPABILITY REQUIRED.
DESCENT

(CDA) ACCORDING TO STAR.
WPT CONSTRAINTS

ROUTES
CODING TABLES AND WPT LIST: REF AD 2.22.
RADIO COMMUNICATION FAILURE

TEMPERATURE CORRECTION

CHANGES: PBN box and chart identification.

IF TRAFFIC PERMITS, PLAN CONTINUOUS DESCENT ARRIVAL

ALT/FL/ SPEED CONSTRAINTS MUST ALWAYS BE FOLLOWED AS PUBLISHED.

IN CASE OF RADIO COMMUNICATION FAILURE SEE AD 2.22.

TEMPERATURE CORRECTION IS ADDED TO MSABY PILTOT IF GND TEMPERATURE FALLS BELOW -0°C.
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